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Main features:
- 2100W total power
I = S - 15" bandpass woofer
- Two 10"+1" satellite speakers
- 129 dB Max SPL
5 - Integrated amplifier with DSP
< - Numerous installation options
Frequency Response (-10dB) 40 - 18000 Hz
Y Max SPL (peak) 129 dB (calculated)
Subwoofer transducer 15", M1503
Top speakers' transducers ~ 10"+1" (M1020 + N110)
Nominal coverage HxV ~ 90° x 60°
Amplifier power  1400W + 350W + 350W
Amplifier Class D, Tri—amp
Fan cooling
Input sensitivity  -2,2 dBV
L1 5 c 2x XLR female in, 2x XLR male out
onnectors :
2x Speakon for satellite speakers
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i Dimensions (WxHxD)  271x447x320 mm
j Net weight 12 k
e [ —
Te} Shipping weight 13,2 kg
Mounting Dual angle pole mount adapter
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1 Enclosure materials  Plywood; MDF; wear-resistant paint
o) Grill ~ Steel grill, polymere protective net
Te) —M20
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. Color  Black
R
Dimensions (WxHxD)  485x506x545 mm
545 Net weight 37 kg
Shipping weight 39 kg
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Enclosure materials
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M20 distance pole adapter

Plywood; wear-resistant paint

Black

Acoustical & Electrical data

Connections, physical data
and exploitation - satalite speaker

Connections, physical data
and exploitation - subwoofer



